CONSTRUCTION DETAILS
A, INSTALL HANDHOLE

B, INSTALL 3 IN POLYVINYL CHLORIDE {SCH. 401 ELECTRICAL CONDUIT - TRENCHED.

£ INSTALL 4 W, POLYVINYL CHLORIDE (SCH, 40 ELECTRICAL CONDUT - TRENCHED

D. INSTALL PEDESTAL POLE WITH POLE-MOUNTED AUXILIARY CABINET WITH ALL NECESSARY EQUIPMENT. (NOTE: ONE 4 M., 30-DEGREL SCH. 4

ONE 320 % 487X 4* THICK CONCRETE PAD, DUSE FOUR TIN. X 40 N, ANCHOR BOLTS]
E. USE CONDUIT INSTALLED AS PART OF TRAFFIC SIGNAL. REFER TO INDIVIDUAL INTERSECTION PLAR,
. USE HANDHOLE INSTALLED AS PART OF TRAFFIC SIGNAL. REFER 1O INDIVIDUAL INTERSECTION PLAN.
G. INSTALL 12-PAIR JELLY-FILLED TELEMETRY INTERCONNECT CABLE,
H. USE CONTROLLER/CABINET INSTALLED AS PART OF TRAFFIC SIGNAL. REFER TO INDIVIDUAL INTERSECTION PLAN
(L NOT USED.
NOT USED.
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K. USE EXISTING HANDHOLE. CONNECT NEW 3 N PVC (SCH, 401 CONDUIT, PULL BACK EXISTING INTERCONNECT CABLE AND RE-ROUTE TO THE AUXILIARY CABINET WEST
OF DOBBIN ROAD, IN THE NEW CONDUIT. RESET FRAME AND INSTALL CONCRETE COLLAR., (NOTE: COIL EXTRA CABLE IN HANDHOLES FOR FUTURE USE)

Lo RE-ROUTE EXISTING WNTERCONNELDT CABLL.
B, REMOVE EXISTING HANDHOLE.
N, CAP AND ABANDON DXISITNG CONDUIT.

0. EMISTING CONDUIT AND INTERCONNECT CABLE 70 HEMAN,

L EXISTING HANDHOLE TO REMAR,

0, USE DXSTING HANDHOUE, CONNECT NEW 3 1N PVC (SCH. 401 CONDUIT, PULL BACK EXISTING INT E CONNECT CABLE AND RE-ROUTE TO THE AUXILIARY CABINET, EAST
OF DOBBIN ROAD, In THE NEW CONDUIT. RESET FRAME AND INSTALL CONCRETE COLLAR. (NOTE: COL EXTRA CABLE IN HANDHOLES FOR FUTURE USE)

HOINGTALL 3 N POLYVINYL CHUORIDE (SCH. 803 ELECTRICAL CONDUIT -~ BORED.
5 USE EXISTING CONDUIT,

TUSE EXISTIHG HANDHOLE.

U STRANDED BARD COPPE GROUND WIRE (NO. & AW.GL

¥, USE EXISTING HANDHOLE, PULL BACK EXISTING INTERCONNECT CABLE AND RE-INSTALL T TO THE NEW CONTROLLER/CABINET AT THE MD 175/00BBIN RGAD
INTERSECTION N THE EXISTING AND PROPOSED CONDUIT. RESET FRAME AND INSTALL CONCRETE COLLAR. INOTE: COIL EXTRA CABLE IN HANDHOLE FOR FUTURE USE)
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MATCH TO TS5-3268X5

Gj THIS IS A REVISION TO SHEET 8 OF 20 FROM SHA CONTRACT HO-736-501-785,

O ALL CONDUIT AND HANDHOLES SHALL BE INSTALLED 5 FEET FROM THE EDGE OF SHOULDER UNL
SHOWN OR DIRECTED OTHERWISE.
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